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(2) Within 320 km of the Mexican bor-
der, LP100 stations must meet the fol-

lowing separations with respect to any 
Mexican stations: 

Mexican station class Co-channel 
(km) 

First-adja-
cent chan-
nel (km) 

Second- 
third adja-
cent chan-
nel (km) 

Intermediate 
frequency 

(IF) channel 
(km) 

Low Power ............................................................................................ 27 17 9 3 
A ............................................................................................................ 43 32 25 5 
AA .......................................................................................................... 47 36 29 6 
B1 .......................................................................................................... 67 54 45 8 
B ............................................................................................................ 91 76 66 11 
C1 .......................................................................................................... 91 80 73 19 
C ............................................................................................................ 110 100 92 27 

(3) Within 320 km of the Canadian 
border, LP10 stations must meet the 

following minimum separations with 
respect to any Canadian stations: 

Canadian station class Co-channel 
(km) 

First-adja-
cent chan-
nel (km) 

Second-ad-
jacent chan-

nel (km) 

Third-adja-
cent chan-
nel (km) 

Intermediate 
frequency 

(IF) channel 
(km) 

A1 & Low Power ........................................................... 33 25 20 19 3 
A .................................................................................... 53 45 40 39 5 
B1 .................................................................................. 65 57 52 51 8 
B .................................................................................... 79 71 67 66 11 
C1 .................................................................................. 101 93 88 87 18 
C .................................................................................... 111 103 98 97 26 

(4) Within 320 km of the Mexican bor-
der, LP10 stations must meet the fol-

lowing separations with respect to any 
Mexican stations: 

Mexican station class Co-channel 
(km) 

First-adja-
cent chan-
nel (km) 

Second- 
third adja-
cent chan-
nel (km) 

Intermediate 
frequency 

(IF) channel 
(km) 

Low Power ............................................................................................ 19 13 9 2 
A ............................................................................................................ 34 29 24 5 
AA .......................................................................................................... 39 33 29 5 
B1 .......................................................................................................... 57 50 45 8 
B ............................................................................................................ 79 71 66 11 
C1 .......................................................................................................... 83 77 73 18 
C ............................................................................................................ 102 96 92 26 

(5) The Commission will notify the 
International Telecommunications 
Union (ITU) of any LPFM authoriza-
tions in the US Virgin Islands. Any au-
thorization issued for a US Virgin Is-
lands LPFM station will include a con-
dition that permits the Commission to 
modify, suspend or terminate without 
right to a hearing if found by the Com-
mission to be necessary to conform to 
any international regulations or agree-
ments. 

(6) The Commission will initiate 
international coordination of a LPFM 
proposal even where the above Cana-
dian and Mexican spacing tables are 
met, if it appears that such coordina-

tion is necessary to maintain compli-
ance with international agreements. 

[65 FR 7640, Feb. 15, 2000, as amended at 65 
FR 67299, Nov. 9, 2000; 65 FR 79779, Dec. 20, 
2000; 66 FR 23863, May 10, 2001] 

§ 73.808 Distance computations. 

For the purposes of determining com-
pliance with any LPFM distance re-
quirements, distances shall be cal-
culated in accordance with § 73.208(c) of 
this part. 
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